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CICLONE

- Highly effective patented cooling system.
- Sturdy and light weight fiberglass ABS body.
- Ergonomic handle.
- Fixed and variable speed controls available.
- Safety device preventing switching on by mistake.
- Trigger switch for continuous blending.
- Powered by 3 different motors.
- IPX3 protection.
- Quick coupling device.
- Shafts available in 2 length: 25, 35 cm.
- Cutlery steel knives.
- Optional:
• pot support
• wall attachment
• whisk
- Whisk with metal gearing.
- Demountable and dishwashing safe whisk.

DETAILS

Shafts and Whisk

TECHNICAL DATA

Model CICLONE 15 CICLONE 23 CICLONE 30 Aste
25-35 Frusta

Power watt 150
Hp 0,20

watt 230
Hp 0,30

watt 300
Hp 0,40 - -

Power source 230V/50Hz 230V/50Hz 230V/50Hz - -

Knives revolutions r.p.m.
12.000

r.p.m.
12.000

r.p.m.
12.000 - -

A mm 100 mm 100 mm 100 mm ø 94 mm 106
B mm 182 mm 182 mm 182 - mm 113

C mm 340 mm 340 mm 348 25=mm 250
35=mm 320 mm 348

Net weight kg 1,8 kg 2 kg 2,2 25=kg 0,5
35=kg 0,7 kg 1,1

Shipping mm 290x230x390 mm 290x230x390 mm 290x230x390 - mm 520x210x250
Gross weight kg 2,8 kg 3 kg 3,2 - kg 2


